REVISIONS 
REV Loc DESCRIPTION APPROVED/DATE 
A REVISED ASSEMBLY FOR NEW MOUNTING 11/1/06 
CLIPS, UPDATED BOM CLB 


COMPASS IS OPTIONAL AT THE INSTALLERS 
DESCRETION, MOUNT TO TOP OF VISOR 


NOTES: 
ASSY MAY BE TRIMMED TO FIT DURING INSTALLATION. 


INSTALLATION INSTRUCTIONS: 


1. INSTALL AIR DUCT (ITEM #2) USING CLAMP 
(ITEM #8) ONTO VENT TUBE AT BASE OF 
WINDSHIELD. OPTIONAL CLAMP USE 
MS35842-14. 


2. SECURE AFT EDGE OF AIR DUCT TO 
INSTRUMENT PANEL USING #8-32 SCREW 
(ITEM #7). 


3. INSTALL VISOR AND ATTACH TO AIR DUCT 
USING #10-32 SCREWS (ITEM # 6) OR THUMB 
SCREWS. 


1 8 100-48H BREEZE HOSE CLAMP, AERO-SEAL, 3" 

8 7 8C50PPMSB OLANDER SCREW, #8-32 X .5, PAN HEAD, BLACK 

6 6 MS35207-265 GENERIC SCREW, #10-32 X .75, PAN HEAD 

3 5 | AN525-832R8 GENERIC SCREW, #8-32 X .50 , WASHER HEAD 
6FT) 4 75000 713 C.R. LAURANCE QUICK EDGE TRIM 

1 3 PAI-700-28 PRECISION AVIATION | COMPASS AND MOUNT 

1 2 G10483-2 GENEVA AIR DUCT 

1 1 G10481 GENEVA EXTENDED VISOR 
QTY|ITEM| PART NUMBER MANUFACTURER DESCRIPTION 


BREAK SHARP EDGES eC 


DRAWN 


UNLESS OTHERWISE SPECIFIED 


MRB_ |" 10/3/95 


DIMENSIONS ARE IN INCHES DESIGNED DATE 
TOLERANCES ARE 


AVIATION 


Title 


FRACTIONS DECIMAL ANGLE: 
+1/8" X  +£,050 $2°. APPROVED DATE EXTE N DE D Vi SO R AS SY 
wou £00 GLH 10/3/95 
THIS DOCUMENT INCLUDES INFORMATION PROPRIETARY Pines G10478 oe 
TO GENEVA AVIATION AND SHALL NOT BE USED OR DUPLICATED BY ay, TE 
ANYONE WITHOUT THE WRITTEN PERMISSION OF GENEVA AVIATION, INC. GA127 D__|ScalNONE | Sheet Jor 4 
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